
GENERAL

 

Hardware set • Centre pole from anodised aluminium (alloy 6060)

 • Octagonal 

 • Diameter: 105 mm 

 • Wall thickness:  4 mm 

 • Pole extends to tension the roof canvas

 • Base plate: welded stainless steel plates

 • Threaded rod with trapezoidal thread (TR28)
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Stellar plain Stellar textured Stellar blockout

Fabric material PVC Matte embossed PVC PVC

Fabric weight 580 g/m2 580 g/m2 800 g/m2

Fire class

B1 (DIN 4102)

B-s3-d0 (EN13501-1) 

M2 (NFP 92507)

B1 (DIN 4102)

B-s1-d0 (EN13501-1)

M2 (NFP 92507)

B1 (DIN 4102)

B-s1-d0 (EN13501-1)

Watertight

UV-blocking

Antimicrobial

Colour fastness >6 (EN ISO 105 B02) >6 (EN ISO 105 B02) >6 (EN ISO 105 B02)

Translucent / Blockout Translucent Translucent Blockout

Weather resistance
Cold -40 °C (EN 1876-1)

Warm +70 °C (PA 07.04 (intern))

Cold -40 °C (EN 1876-1)

Warm +70 °C (PA 07.04 (intern))

Cold -40 °C (EN 1876-1)

Warm +70 °C (PA 07.04 (intern))

Dirt repellent

Water repellent

Crack resistance 100000 x (DIN 53359 A) 100000 x (DIN 53359 A) 100000 x (DIN 53359 A)

Coating PVC PVC PVC

Tensile strength 2800 N / 50 mm 2800 N / 50 mm 3500 N / 50 mm



Number of persons seated  Covered surface

Total surfaceNumber of persons standing

Weight

AVAILABLE FABRIC COLOURS AVAILABLE POLE COLOURS

Plain:

Textured:

Blockout:

All displayed colours are digitally reconstructed according to the colour of the 
products. The colour representation is not binding and may differ from the original, 
depending on your browser, screen and printer.

White
White 
wood

White

Anthracite

Black
Black

Desert 
sand

Natural 
wood

Dark
sand

Cream Sand

Mokka
Anodised

Taupe

69 kg115-12555-56

up to 115 m2 *

15 m

80 kg185-195120-130

up to 185 m2 *

18 m

154 m2

234 m2

 * Depending on set-up and occasion

 


